
Tomorrow's Treasures Lap Stand and Frame

Parts
(A)  2 - 20” Heavy Duty Rods, coated with Velcro tape
(B)  2 - 12” Oak adjustable side bars
(C) 10 - Knobs
(D)  2 - Oak Legs
(E)  2 - Oak Feet
(F)  2 - Oak cylinder spacers
(G)  2 - 3” Machine bolts
(H)  2 - Washers
 (I)  1  - 3 yd Roll of Tape for Fabric

Tools required
Phillips head screwdriver

Assemble the frame by threading the 
rod bolts (A) through the end holes of 
the 12” side bars (B). Screw the knob 
(C) to the bolt on the opposite side of 
the bar. Repeat (Diagram A).
 

The legs come with bolts already attached. Remove the plastic 
tubing from the bolts and discard. Attach the feet (E) to the legs 
(D) with the knobs (C) by threading the leg bolts through the 
two holes in the feet and screwing the knobs onto the bolts until 
firm (Diagram B).
 
 

Attach the legs to the scroll 
frame by placing one 
assembled leg on its side on 
a flat surface with the knobs 
facing outward. Thread the 
3” bolt (G) through the 
washer (H), the center hole 
of the side bar (B), the 
spacer (F) and the center 
hole of the leg (D). Then 
attach the knob to the 
exposed end of the bolt. 
Use a Phillips head 
screwdriver to tighten the 
bolt. Repeat on the other 
side (Diagram C or D). 
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Assembly Instructions



The Lap Stand and Frame are 
versatile and can be adapted to 
many configurations: 
 
• Adjust the height of the 

stand by inserting the 
bolt through any of the 
holes drilled in the leg.
 

• Adjust the size of the stitching 
area by moving the rods closer or 
further apart on the sidebar. 
Adjustable to 6”, 8”, 10”, and 12.”
 

• The spacer allows access to the 
back side of your needlework. Be 
sure to loosen the knobs before 
turning.
 

• Once you are working with 
your scroll frame and are 
flipping it from front to 
back of your work, the 
bolt may become loose. 
Keep a screwdriver 
around to tighten the bolt 
and keep the scroll frame in the 
position you like.
 

• Rods change the width of your working 
space and are available in sizes that 
range from 6” to 48”. 

Variations:

 
The EZ Stitch Lap Stand is adjustable. The scroll frame 
can be attached to the Legs in a variety of positions. If you 
are stitching on a couch, you may want to position the 
scroll frame in the top holes, making it closer to yourself. If 
you are working on a tabletop, you can position it in the 
lower holes to bring it toward you. 
 
Combining different sizes of scroll rods and side bars creates a variety of frame configurations. 
All of the EZ Stitch products are interchangeable and compatible with the American Dream 
Products Tomorrow's Treasures Lap and Tabletop Stand. 

Swing the scroll frame to the angle that is 
comfortable for you to stitch and tighten the 
center knobs and bolts to lock the frame at 
that angle. 
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If you have any questions regarding your E-Z Stitch frames,
please e-mail us at info@embroidery.com or call us at (435) 755-0486.

Manufactured by Embroidery Central, dba. American Dream Products, 1638 N 200 W, Logan, UT 84341 
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